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OVERCOME THE CHALLENGES WITH SUREPRESS

COPPER CHALLENGES SUREPRESS SOLUTIONS

SURGING COPPER PRICES COMPETITIVE PRICING - stainless steel offers  
excellent value.

HIGH INSTALLATION COSTS INSTALLATION SAVINGS - improved flow rates allow 
downsizing, reducing weight and installation time.

LOW STRENGTH HIGH STRENGTH & DURABILITY - requires 40% fewer 
support clips for quicker, safer installation.

HIGH CORROSION RISK CORROSION RESISTANT - protected by a self-repairing 
passive oxide film for durability in harsh environments.

PRICE INSTABILITY STABLE PRICING - stainless steel provides cost 
predictability, unlike fluctuating copper prices.

SIZE & APPLICATION 
CONSTRAINTS

FLEXIBLE SIZES & APPLICATIONS - Available in sizes  
up to 168mm (6") pressfit, with unique O Rings for  
water, gas, compressed air, hydrocarbons and high 
temperature applications.

LIMITED WARRANTY 50-YEAR WARRANTY - Up to 50-year manufacturer-
backed product guarantee for approved applications.

BACTERIAL CONTAMINATION STERILE - stainless steel resists biofilm growth,  
ensuring cleaner systems. 

AVERAGE FLOW RATES EXCEPTIONAL FLOW CAPACITY - withstands flow rates 
exceeding 4m/s.

POOR THERMAL EFFICIENCY - 
resulting in higher energy costs.

EXCELLENT THERMAL EFFICIENCY - significantly  
reduced energy costs.

HOT WORKS PERMITS - required 
for welded 125mm & 150mm.

NO HOT WORKS PERMITS REQUIRED - pressfit up  
to 168mm.

ADVANTAGES OF  
SUREPRESS STAINLESS  
STEEL OVER COPPER PIPING
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FEATURES COPPER PIPING STAINLESS STEEL PIPING

DURABILITY Low High

CORROSION FROM  
HIGH VELOCITY Significant Minimal

SUSCEPTIBILITY  
TO THEFT High Low

PRICING STABILITY No Yes

MAXIMUM PRESSURE 
RATING Up to 16 bar Up to 40 bar

AVAILABLE SIZING Up to 100mm (4") pressfit Up to 168mm (6") pressfit

AESTHETIC QUALITY Discolours/pits Remains visually appealing

STRENGTH 40% of stainless steel strength 2.5 times stronger than copper

SUREPRESS STAINLESS STEEL vs. COPPER PIPING:  
A HEAD-TO-HEAD COMPARISON:

SUREPRESS vs. COPPER PIPE SIZING OPTIMISED PIPEWORK 
DOWNSIZING COMPARISON:

NOMINATED  
COPPER SIZE (mm) 

EQUIVALENT SUREPRESS  
STAINLESS STEEL SIZE (mm)

150 140 or 108  
depending on flow rates

100 89 or 76  
depending on flow rates 

80 76

65 54

50 42

40 35

32 28

25 22

Disclaimer: Information in this publication is considered correct at the time of publishing. Allmach accepts no responsibility for the way in which this information is used, or for the 
results of any actions taken on the basis of information provided. Allmach takes no responsibility or liability for any expenses, loss, damages, injury or costs you might incur as a result 
of the information being inaccurate or incomplete in any way, and for any reason. Allmach reserves the right to update data at any time without notification. Version 02. October 2024.
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