UNIPRESS PRESSFIT TOOL MAP

15 - 54 mm PRESS TOOL
ACO203BT

15 - 108 mm PRESS TOOL
ACO203XL

Pipe Size

15 mm to
35mm

PIPE SIZE JAW ITEM PIPE SIZE JAW ITEM
28 mm M Profile Jaw PJ28M 12mm M Profile Jaw PJ12M
35mm M Profile Jaw PJ35M 15 mm M Profile Jaw PJ15M

22 mm M Profile Jaw PJ22M

Pipe Size
42 mm ~ / aQ

STANDARD

16bar*232p:

ADAPTOR PIPE SIZE COLLAR

M Profile Collar PC42M

PC54M

42 mm

42 - 54 Adaptor
ZB203

54 mm M Profile Collar

Pipe Size

28 mm to

ADAPTOR PIPE SIZE COLLAR

M Profile HP Collar
M Profile HP Collar
M Profile HP Collar
M Profile HP Collar

PC28MHP
PC35MHP
PC42MHP
PC54MHP

28 - 54 Adaptor 35mm

7B203

42 mm

54 mm

Pipe Size
76 mm to

zB221

zB222

ADAPTOR PIPE SIZE

zB221 76 mm M Profile Collar PC76M
ACO203XL zB221 89 mm M Profile Collar PC89M
ZB221& 7B222 108 mm M Profile Collar pCi08M

76 - 168 mm PRESS TOOL
ACO403BT

Pipe Size
76 mm

Pipe Size
139 mm
168 mm

STANDARD

STANDARD

16bar¥232psi 16bary232psi
PIPE SIZE COLLAR ITEM
76 mm M Profile HP Collar PC76MHP401
89 mm M Profile HP Collar PC89MHP401
108 mm M Profile HP Collar | PCI08MHP401
PIPE SIZE COLLAR ITEM
139 mm M Profile Collar PCI139MHP401
168 mm M Profile Collar PC168MHP401

*Unipress is rated to 16bar operating
pressure using standard tooling

**Higher operating pressures of up to
40bar can be achieved using alternate
tooling in approved applications

The Unipress Tooling Map is
designed to make selecting
the right tool and accessories
quick and easy.

1. Identify the pipe size and
working pressure

2. Refer to the colour code:
green for standard pressure,
red for high pressure

3. Follow the map to select the
correct pressfit tool and the
compatible jaws or collars for
the specification
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